
  

SAFETY INVESTIGATION REPORT 

 www.bea.aero  
 @BEA_Aero   

   

   

 

 February 2023 BEA2022-0056.en 

Accident to the ROBINSON - R44 
registered F-HOHE 
on 19 February 2022 
near Étangs de Valojoulx 
 

Time Around 12:001
 

Operator Héliclub du Périgord 

Type of flight Local 

Persons on board Pilot and one passenger 

Consequences and damage Pilot and passenger injured, helicopter destroyed  

This is a courtesy translation by the BEA of the Final Report on the Safety Investigation.  
As accurate as the translation may be, the original text in French is the work of reference. 

 

Emergency landing on a dyke, destabilisation of helicopter, 
loss of control while taking-off again 

 

1 HISTORY OF THE FLIGHT 

Note: the following information is principally based on the pilot’s statement.  

 

The pilot, accompanied by one passenger, took off at approximately 11:10 from Saint -Crépin et 

Carlucet private aerodrome (Dordogne) for a local flight.  

 

About 45 minutes into the flight, the pilot decided to fly over the Étangs de Valojoulx lakes in a 

south to north direction. While flying over the first lake, he noticed variations in the engine speed, 

which he associated with an engine problem. He decided to land as soon as possible and 

remembered a dyke delimiting two lakes which he had reconnoitered during autorotation exercises 

(with engine at reduced speed) in an instruction flight. 

 

The pilot landed on the dyke and observed that the engine parameters were normal. The helicopter 

remained stable for about ten seconds, then the right skid sank into the loose soil and the helicopter 

slid backwards. The pilot then tried to bring it back into hover by making a marked input on the 

collective pitch, but the right skid remained stuck. The pilot lost control of the R44, which fell onto 

its right side into the water at the edge of the lake. The pilot was knocked unconscious by the 

impact. He woke up on contact with the water. He managed to get out of the cockpit while 

underwater and then provided assistance to the passenger by opening the side door. 

 

He explained that he had no memory after the initial impact and assumed that he released himself 

from his harness before exiting through the broken canopy. 

  

 
1 Except where otherwise indicated, the times in this report are in local time.  
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2 ADDITIONAL INFORMATION 

2.1 Helicopter information 

F-HOHE was a Robinson R44 Cadet helicopter equipped with a Lycoming O-540 engine delivering 

power of up to 210 hp for take-off and up to 185 hp continuously. It was equipped with  

two seats and a hold compartment. Its maximum take-off weight was 998 kg, its empty weight  

was 652 kg and its load capacity (cumulative weight of pilot, passenger and luggage) was 220 kg  

with a full fuel load. 

 

The pilot added about 60 l of fuel to carry out this flight.  

 

For the accident flight, the helicopter was within the weight and balance envelope defined by  

the flight manual. 

2.2 Site and wreckage information 

The landing area was located on a dyke separating the lakes which are used for aquaculture.  

The lakes have a total size of approximately 830 x 120 m and a depth of approximately 1 m. They 

are oriented in a southwest-northeast direction. The dyke is a grassy area of loose peat, 

approximately 25 m wide, with significant slopes and a path at the top of the dyke that is 

approximately 5 m wide, allowing the lakes to be crossed. This path is lined with rushes. 

 

 
Figure 1: lakes, transverse dyke and wreckage of F-HOHE 

 

 

Estimated wind at time of accident (Météo-France) 
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The wreckage was lying on its right side, approximately 25 m east of the dyke and 25 m from the 

southern shore of the lake. The tail boom was severed and separated from the airframe. The two 

blades were attached to the main rotor; they were extremely distorted. 

 

Damage observed on the wreckage resulted from the accident. 

 

The ground and vegetation showed marks consistent with those left by a skid. A deep mark of  

about 50 cm, corresponding to the heel of the skid, was visible. It is very likely that the skid sank 

into the loose soil and adhered to the ground due to a "suction" effect, giving the pilot the feeling 

that the skid was caught in an obstacle on the ground. 

 

 
Figure 2: F-HOHE wreckage (source: Sud-Ouest) 

2.3 Meteorological information 

The meteorological conditions recorded at the time of the accident were as follows:  

Wind from 330° of 5 to 11 kt, visibility greater than 10 km, OVC with cumulus between 2,600 ft  

and 8,000 ft, QNH 1026 hPa, temperature 9°C, dew point temperature 4°C.  

2.4 Pilot information 

On the day of the accident, the 57-year-old pilot held a Private Pilot Licence - Helicopters (PPL(H)) 

issued in September 2003. He had logged 258 flight hours, 185 hours of which as pilot-in-command. 

He had flown about 80 hours on the R44, 6 hours of which in the previous three months. 

 

He held the position of president of the "Héliclub du Périgord" aero club. 

 

In an interview after the accident, the pilot explained that he probably rushed his decision to  

land based on his knowledge of a previous occurrence on the same helicopter. The trigger  

event for this occurrence had been a variation in the engine parameters, which had led the pilot to 

abort the flight. 

 

He added that the perceived urgency of the need to land, combined with the memory of the 

reconnaissance of this dyke, confirmed his decision to make this his aiming point. 
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3 CONCLUSIONS 

The conclusions are solely based on the information which came to the knowledge of the BEA during 

the investigation. They are not intended to apportion blame or liability.  

Scenario 

The pilot reported that he perceived variations in engine speed while he was flying over an 

aquaculture lake at low height. He then remembered a similar occurrence at his club and 

immediately made an emergency landing on a dyke which he had reconnoitered during an 

instruction flight. 

 

The helicopter remained stable for about ten seconds, then the skids sank and the helicopter slid 

backwards. The pilot tried to take off again but the right skid of the helicopter remained stuck in 

the loose soil. The pilot was surprised, he made an excessive input on the collective pitch control 

and lost control of the R44. The helicopter tilted to the right and forward, hit the surface of the 

water and then fell on its right side. 

 

 

 
The BEA investigations are conducted with the sole objective of improving aviation safety and 
are not intended to apportion blame or liabilities. 

 
 

 


	1 History of the flight
	2 Additional information
	2.1 Helicopter information
	2.2 Site and wreckage information
	2.3 Meteorological information
	2.4 Pilot information

	3 Conclusions
	Scenario


